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Rated Capacities

Rated Output 2.0 mV/V±0.5%

Zero Balance ±0.0100 mV/V

Non-linearity 0.02 %R.O.

Hysteresis 0.018   %R.O.

Repeatability 0.017 %R.O.

30mins Creep 0.02 %R.O.

30mins Return 0.02 %R.O.

Safe Overload 150 %R.O.

Ultimate Overload 300 %R.O.

Temperature Effect On Output 0.008  %R.O./ ℃

Temperature Effect On Zero 0.0014 %R.O./℃

Input Impedance ±      Ω

Output Impedance ±4 Ω

Insulation Impedance ≥5000 MΩ

Recommended Excitation 0.5~12 VDC

Maximum Excitation 5 VDC

Operating Temperature Range -30~70 ℃

Construction Stainless Steel

Protection Class IP68 

Cable 15t,20t,30t (12M), 40t,50t(20M)

Mode of Connection

Storage  Temperature Range -50~8  5 ℃

CAP A B C D E SR
15T 130 76.1 44 48 76.1 110
20T 150 76.1 44 48 76.1 130
30T 150 76.1 44 48 76.1 160
40T 150 76.1 44 48 76.1 180
60T 210 76.1 44 48 76.1 220

15,20,30,40,60T

700  20

706

Blue(Exc+),Black(Exc-),White(Sig+),Red(Sig-),Green(Sen+),Grey(Sen-)

Model FCM
Compression Load Cell

Laser welded ,IP68 

Self-Restoring ,Easy to  install,Stainless steel 

Specification


